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HANSA filter drier propellant gas LPG filter HM032 NPT
connection 1/4"-18NPT outside inside 2831706050
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Product description:

Filter drier HANSA Multiplex product range
HANSA parts numbers 2 8xx xxx 050

multiplex 15, :
!:: 1706 050 - 8

Product short description:

HANSA filter drier / propellant gas LPG filter
HMO032 NPT connection 1/4'"-18NPT outside
inside

60 bar

Dimension (LxWxH): 102x52x52 mm
Weight: 0,267 kg

Part-No.: 2831706050

OEM 0529940
Made in Germany

Product codes:

Reference: 2831706050
EAN13: 4251692915363

Solid core drier with drier block from molecular sieve plus 5% activate aluminum

as acid buffer and brass filter mesh
Also approved for propane and butane.

Operation pressure up to 60 bar
Operation temperatur range -40°C-+120°C

Usage: To dry and filter cooling fluids of group | and Il liquids in
cooling / climate system circuits (except for NH3 or liquids containing NH3).

Released among others for R1234yf, R1234ze, R290, R410a, R513a, R600a, R744a

Product features:
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Connection type: NPT thread
Connection: 1/4"-18NPT
Size (Volume): 32 in3

Product attributes:

1/4"-18NPT
bkt SW 24

okt SW 19
174" -18NPT
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